GENERAL NOTES

1.

BASE MAPPING SHOWN IS THE RESULT OF AN ON-THE-GROUND SURVEY
PERFORMED BY LEBLANC SURVEY ASSOCIATES, INC OF 161 HOLTEN STREET,
DANVERS, MA.

CONTRACTOR IS TO NOTIFY ENGINEER IMMEDIATELY OF ANY DISCREPENCIES
PRIOR TO PROCEEDING WITH PROPOSED WORK.

THIS PLAN DOES NOT NECESSARILY DEPICT THE EXACT LOCATION AND SIZE
OF ALL UTILITIES WHICH MAY EXIST AT THIS TIME INSIDE OR OUTSIDE OF
EXISTING OR PROPOSED BUILDINGS, ON THE SUBJECT PROPERTY, WITHIN THE
STREET RIGHT-OF-WAY, OR ON ABUTTING LOTS.

THE ADJACENT ABUTTER(S) MUST BE NOTIFIED PRIOR TO THE START OF
CONSTRUCTION.

THE CONTRACTOR IS RESPONSIBLE FOR VERIFYING AND RECORDING THE
EXACT LOCATION OF EACH PROPOSED UTILITY CONNECTION.

CONTACT THE CITY OF BEVERLY FOR THE MARKING OF BEVERLY MUNICIPAL
UTILITIES, CONTACT DIG-SAFE AT 1-888-344-7233 OR 1-800-322-4844 AT LEAST 72
HOURS PRIOR TO EXCAVATION.
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GENERAL NOTES

1.

10.

CONTRACTOR IS TO NOTIFY ENGINEER IMMEDIATELY OF ANY DISCREPENCIES
PRIOR TO PROCEEDING WITH PROPOSED WORK.

THIS PLAN DOES NOT NECESSARILY DEPICT THE EXACT LOCATION AND SIZE
OF ALL UTILITIES WHICH MAY EXIST AT THIS TIME INSIDE OR OUTSIDE OF
EXISTING OR PROPOSED BUILDINGS, ON THE SUBJECT PROPERTY, WITHIN THE
STREET RIGHT-OF-WAY, OR ON ABUTTING LOTS.

THE ADJACENT ABUTTER(S) MUST BE NOTIFIED PRIOR TO THE START OF
CONSTRUCTION.

CUTTING AND CAPPING AT THE PROPERTY LINE FOR SAID UTILITIES AND
REMOVAL/ABANDONMENT/CAPPING BEYOND THE PROPERTY LINE SHALL BE AS
PER INSTRUCTED BY THE RESPECTIVE UTILITY COMPANY.

THE CONTRACTOR IS RESPONSIBLE FOR VERIFYING AND RECORDING THE
EXACT LOCATION OF EACH PROPOSED UTILITY CONNECTION.

CONTACT THE CITY OF BEVERLY FOR THE MARKING OF BEVERLY MUNICIPAL
UTILITIES, CONTACT DIG-SAFE AT 1-888-344-7233 OR 1-800-322-4844 AT LEAST 72
HOURS PRIOR TO EXCAVATION.

THE RESPONSIBILITY OF OWNERSHIP AND MAINTENANCE OF THE SEWER,
WATER, AND DRAIN CONNECTIONS ON PRIVATE PROPERTY AND/OR PRIVATE
AND PUBLIC WAYS SHALL REMAIN THAT OF THE OWNER OR HOMEOWNERS.

DURING EXCAVATION AND CONSTRUCTION OF PIPES AND STRUCTURES,
TRENCHES MUST BE ADEQUATELY BRACED AND PROTECTED AGAINST
CAVE-IN.

ALL EROSION & SEDIMENTATION CONTROLS MUST BE INSTALLED PRIOR TO
LAND DISTURBANCE AT THE SITE. EROSION CONTROLS MUST BE MAINTAINED
THROUGHOUT THE DURATION OF THE PROJECT.

BASE MAPPING SHOWN IS THE RESULT OF AN ON-THE-GROUND SURVEY
PERFORMED BY LEBLANC SURVEY ASSOCIATES, INC OF 161 HOLTEN STREET,
DANVERS, MA.

INSTALL-SILT SACKS
PRIOR TO CONSTRUCTION

REMOVE EXISTING
VEGETATION ON SITE, TYP.

\
-
REMOVE EXISTING
BITUMINOUS ASPHALT
REMOVE EXISTING
STONE WALL
=
REMOVE EXISTING
SITE LIGHTING, TYP.
PROTECT EXISTING
STREET TREES

INSTALL [SILT SACKS
PRIOR TO CONSTRUCTION,
TYP.
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GENERAL NOTES

1.

10.

11.

12.

13.

CONTRACTOR IS TO NOTIFY ENGINEER IMMEDIATELY OF ANY DISCREPENCIES
PRIOR TO PROCEEDING WITH PROPOSED WORK.

THIS PLAN DOES NOT NECESSARILY DEPICT THE EXACT LOCATION AND SIZE
OF ALL UTILITIES WHICH MAY EXIST AT THIS TIME INSIDE OR OUTSIDE OF
EXISTING OR PROPOSED BUILDINGS, ON THE SUBJECT PROPERTY, WITHIN THE
STREET RIGHT-OF-WAY, OR ON ABUTTING LOTS.

THE ADJACENT ABUTTER(S) MUST BE NOTIFIED PRIOR TO THE START OF
CONSTRUCTION.

CUTTING AND CAPPING AT THE PROPERTY LINE FOR SAID UTILITIES AND
REMOVAL/ABANDONMENT/CAPPING BEYOND THE PROPERTY LINE SHALL BE AS
PER INSTRUCTED BY THE RESPECTIVE UTILITY COMPANY.

THE CONTRACTOR IS RESPONSIBLE FOR VERIFYING AND RECORDING THE
EXACT LOCATION OF EACH PROPOSED UTILITY CONNECTION.

CONTACT THE CITY OF BEVERLY FOR THE MARKING OF BEVERLY MUNICIPAL
UTILITIES, CONTACT DIG-SAFE AT 1-888-344-7233 OR 1-800-322-4844 AT LEAST 72
HOURS PRIOR TO EXCAVATION.

THE RESPONSIBILITY OF OWNERSHIP AND MAINTENANCE OF THE SEWER,
WATER, AND DRAIN CONNECTIONS ON PRIVATE PROPERTY AND/OR PRIVATE
AND PUBLIC WAYS SHALL REMAIN THAT OF THE OWNER OR HOMEOWNERS.

DURING EXCAVATION AND CONSTRUCTION OF PIPES AND STRUCTURES,
TRENCHES MUST BE ADEQUATELY BRACED AND PROTECTED AGAINST
CAVE-IN.

ALL EROSION & SEDIMENTATION CONTROLS MUST BE INSTALLED PRIOR TO
LAND DISTURBANCE AT THE SITE. EROSION CONTROLS MUST BE MAINTAINED
THROUGHOUT THE DURATION OF THE PROJECT.

REFER TO LANDSCAPING PLAN FOR SURFACE FINISH DETAILS.

BASE MAPPING SHOWN IS THE RESULT OF AN ON-THE-GROUND SURVEY
PERFORMED BY LEBLANC SURVEY ASSOCIATES, INC OF 161 HOLTEN STREET,
DANVERS, MA.

GARBAGE REMOVAL AND RETAIL DELIVERIES MUST BE COLLECTED AND
DROPPED OFF ON PRIVATE PROPERTY AND NOT ON EVERETT OR HALE
STREET.

THE OWNER IS RESPONSIBLE FOR SIDEWALK SNOW REMOVAL ADJACENT TO
THE PROPERTY ALONG EVERETT AND HALE STREET.

MATCH EXISTING
GRADE, TYP.

PROPOSED LANDSCAPE
RETAINING WALL, SEE
LANDSCAPE PLANS FOR
DETAILS

PROPOSED BUILDING

LANDSCAPE AREA. SEE
LANDSCAPE PLANS FOR
DETAILS
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ABOVE \ : —
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STOCKADE FENCE, TYP.

PROPOSED TRASH
AREA

PROPOSED FENCE, TYP.

PROPOSED PATIO AREA,
SEE LANDSCAPE PLAN
DETAILS, TYP.

:

LANDSCAPE AREA. SEE
LANDSCAPE PLANS FOR
DETAILS
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GENERAL NOTES

1. CONTRACTOR IS TO NOTIFY ENGINEER IMMEDIATELY OF ANY DISCREPENCIES

PRIOR TO PROCEEDING WITH PROPOSED WORK. LoRTH

2. THIS PLAN DOES NOT NECESSARILY DEPICT THE EXACT LOCATION AND SIZE

OF ALL UTILITIES WHICH MAY EXIST AT THIS TIME INSIDE OR OUTSIDE OF /4' IEngineering &Constructio;l

EXISTING OR PROPOSED BUILDINGS, ON THE SUBJECT PROPERTY, WITHIN THE
STREET RIGHT-OF-WAY, OR ON ABUTTING LOTS.

3. THE ADJACENT ABUTTER(S) MUST BE NOTIFIED PRIOR TO THE START OF
CONSTRUCTION.

4. CUTTING AND CAPPING AT THE PROPERTY LINE FOR SAID UTILITIES AND 141 PINE STREET
REMOVAL/ABANDONMENT/CAPPING BEYOND THE PROPERTY LINE SHALL BE AS DANVERS. MA 01923
PER INSTRUCTED BY THE RESPECTIVE UTILITY COMPANY. ,

WWW.gobobrek.COM

5. THE CONTRACTOR IS RESPONSIBLE FOR VERIFYING AND RECORDING THE
EXACT LOCATION OF EACH PROPOSED UTILITY CONNECTION.

6. CONTACT THE CITY OF BEVERLY FOR THE MARKING OF BEVERLY MUNICIPAL
UTILITIES, CONTACT DIG-SAFE AT 1-888-344-7233 OR 1-800-322-4844 AT LEAST 72

SEGER ARCHITECTS
HOURS PRIOR TO EXCAVATION. g)cagﬁiceT;%TUB 1 O DERBY SQUARE

7. THE RESPONSIBILITY OF OWNERSHIP AND MAINTENANCE OF THE SEWER, ELEV=96.9
WATER, AND DRAIN CONNECTIONS ON PRIVATE PROPERTY AND/OR PRIVATE SALEM, MA 01 970
AND PUBLIC WAYS SHALL REMAIN THAT OF THE OWNER OR HOMEOWNERS.

8. DURING EXCAVATION AND CONSTRUCTION OF PIPES AND STRUCTURES,
TRENCHES MUST BE ADEQUATELY BRACED AND PROTECTED AGAINST ®
CAVE-IN.

PROPOSED 8" SDR 35 SEWER,

9. ALL EROSION & SEDIMENTATION CONTROLS MUST BE INSTALLED PRIOR TO ~105LF @ .0034FT/FT MIN. PROJECT TEAM
LAND DISTURBANCE AT THE SITE. EROSION CONTROLS MUST BE MAINTAINED

THROUGHOUT THE DURATION OF THE PROJECT. E
10. REFER TO LANDSCAPING PLAN FOR SURFACE FINISH DETAILS. TW=103.5 LéJ
BW=102.5
11. BASE MAPPING SHOWN IS THE RESULT OF AN ON-THE-GROUND SURVEY TW=102.5 TC=102.6 ol
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GENERAL NOTES

1.

10.

11.

12.

13.

CONTRACTOR IS TO NOTIFY ENGINEER IMMEDIATELY OF ANY DISCREPENCIES
PRIOR TO PROCEEDING WITH PROPOSED WORK.

THIS PLAN DOES NOT NECESSARILY DEPICT THE EXACT LOCATION AND SIZE
OF ALL UTILITIES WHICH MAY EXIST AT THIS TIME INSIDE OR OUTSIDE OF
EXISTING OR PROPOSED BUILDINGS, ON THE SUBJECT PROPERTY, WITHIN THE
STREET RIGHT-OF-WAY, OR ON ABUTTING LOTS.

THE ADJACENT ABUTTER(S) MUST BE NOTIFIED PRIOR TO THE START OF
CONSTRUCTION.

CUTTING AND CAPPING AT THE PROPERTY LINE FOR SAID UTILITIES AND
REMOVAL/ABANDONMENT/CAPPING BEYOND THE PROPERTY LINE SHALL BE AS
PER INSTRUCTED BY THE RESPECTIVE UTILITY COMPANY.

THE CONTRACTOR IS RESPONSIBLE FOR VERIFYING AND RECORDING THE
EXACT LOCATION OF EACH PROPOSED UTILITY CONNECTION.

CONTACT THE CITY OF BEVERLY FOR THE MARKING OF BEVERLY MUNICIPAL
UTILITIES, CONTACT DIG-SAFE AT 1-888-344-7233 OR 1-800-322-4844 AT LEAST 72
HOURS PRIOR TO EXCAVATION.

THE RESPONSIBILITY OF OWNERSHIP AND MAINTENANCE OF THE SEWER,
WATER, AND DRAIN CONNECTIONS ON PRIVATE PROPERTY AND/OR PRIVATE
AND PUBLIC WAYS SHALL REMAIN THAT OF THE OWNER OR HOMEOWNERS.

DURING EXCAVATION AND CONSTRUCTION OF PIPES AND STRUCTURES,
TRENCHES MUST BE ADEQUATELY BRACED AND PROTECTED AGAINST
CAVE-IN.

ALL EROSION & SEDIMENTATION CONTROLS MUST BE INSTALLED PRIOR TO
LAND DISTURBANCE AT THE SITE. EROSION CONTROLS MUST BE MAINTAINED
THROUGHOUT THE DURATION OF THE PROJECT.

REFER TO LANDSCAPING PLAN FOR SURFACE FINISH DETAILS.

BASE MAPPING SHOWN IS THE RESULT OF AN ON-THE-GROUND SURVEY
PERFORMED BY LEBLANC SURVEY ASSOCIATES, INC OF 161 HOLTEN STREET,
DANVERS, MA.

GARBAGE REMOVAL AND RETAIL DELIVERIES MUST BE COLLECTED AND
DROPPED OFF ON PRIVATE PROPERTY AND NOT ON EVERETT OR HALE
STREET.

THE OWNER IS RESPONSIBLE FOR SIDEWALK SNOW REMOVAL ADJACENT TO
THE PROPERTY ALONG EVERETT AND HALE STREET.

PROPOSED
RETAINING WALL

ZONING TABLE
Lot Area FManr;tI;;: Min. Front Min. Side Min. Rear Ma?(. Bldg.
(sf) (ft) Yard (ft) Yard (ft) Yard (ft) Height (ft)
Required 6,000 65 20 10 25 35
Proposed 7,776 81 20.4 10.5 25.7 35

NOTE : PROPERTY IS LOCATED WITHIN CN ZONE, WHICH REFERS TO LEAST RESTRCITIVE ADJACENT
ZONE. REQUIREMENTS SHOWN IN TABLE ABOVE ARE FROM ZONE R6

PARKING CALCULATIONS:

825 SF RETAIL @ 1 SPACE PER 275 SF = 3 SPACES
3 RESIDENTIAL UNITS @ 2 SPACE PER UNIT = 6 SPACES
TOTAL SPACES PROVIDED =9 SPACES (1 HC, 2 COMPACT)

18.0'

21.4'

= 5.8' j

= 5.9’

9.0t

48.9'

PROPOSED
STRUCTURE

24.0'

20.4'

47.9'

20.4'

10.

PROPOSED
TRASH AREA

PROPOSED
PATIO AREA
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POLYPROPYLENE
BOOT

CATCHBASIN
FRAME

CATCHBASIN

GRATE DUMP STRAPS

EXPANSION RESTRAINT

@" NYLON ROPE 2"
FLAT WASHERS)

KON

BAG DETAIL
OVERFLOW CROSS SECTION

CATCHBASIN GRATE

DUMP STRAPS

SILT SACK

TYPICAL INLET PROTECTION

NOT TO SCALE

3" BINDER

12" COMPACTED
GRAVEL BASE

TEMPORARY TRENCH PAVEMENT

1.5" TOP COURSE

2.5" BINDER COURSE \

12" COMPACTED
GRAVEL BASE

NOT TO SCALE
STANDARD MANHOLE RING & COVER A
IDENTIFYING COVER, DRAIN OR
SEWER B MH RING MANHOLE B
USE FOUR 3/8 INCH ANCHOR
BOLTS TO BOLT FRAME TO
{ f SPACER.
: oo |\ USE ROPE MASTIC SEAL BETWEEN
. <——| FRAME & SPACER.
~| ECCENTRIC\
- TAPER
o UNIT y
: TOP VIEW j
/ . E— A y
pa < .
s Nl ALL LIFT HOLES WHICH COMPLETELY
: 4 . PENETRATE THE MANHOLE SHALL BE R
“|, DIAMETER FILLED WITH NON-SHRINKING GROUT =«
(e \: -
et ALL EXTERNAL JOINTS SHALL BE SEALED "
RISER UNIT WITH NON-SHRINKING GROUT—— o}
=;==£ “ .
5 } STEPS 16" . J
s 1 ON CENTER ] MANHOLE STEPS ALONG A VERTICAL WALL OVER :
N THE EFFLUENT PIPE AND VERTICALLY ALIGNED
: 10" MINIMUM
BASE UNIT :
O-RING OR BUTYL RUBBER JOINT —— o[-
PIPE C e T PIPE
. INVERT,® i
Lot g BRICK & CONCRETE INVERF——
12" BEDDING (2"STONE)

SECTION B-B

NOTES:

1. ALL MANHOLE CONNECTIONS SHALL BE PREFABRICATED OR
CORED WITH A CONCRETE CORING MACHINE.

2. ALL MANHOLES SHALL BE VACUUM TESTED.

4. PROVIDE A MINIMUM 0.1 FOOT IN-OUT DROP FOR STRAIGHT RUNS
AND 0.2 FOOT IN-OUT DROP FOR ANGLE RUNS.

STANDARD PRECAST CONCRETE MANHOLE

NOT TO SCALE

SECTION A-A

PROPERTY

ADJUSTABLE SERVICE LINE

BOX (SET FLUSH WITH SURFACE)

FINISH GRADE
\\ L |

N

MRLL

/\\\ /\\\//\\>/\\\/<\\/\\ 7

L
LN I

K
N
RN /\\\//2\///\//~ 2

50" (MIN.)
—SLEEVE TYPE
COUPLING TO EXISTING
SERVICE PIPING

WATER SERVICE TUBI
CURB STOP
WITHOUT DRAIN
CORPORATION STOP
CONCRETE
LEVELING BLOCK
WATERMAIN
NOTES:

1. ALL JOINTS SHALL BE COMPRESSION TYPE.

2. WATER SERVICES SHALL BE BACKFILLED WITH SAND BY HAND TO 6" ABOVE COPPER TUBING AT
98% COMPACTION.

3. CORPORATION STOP LARGER THAN ONE INCH SHALL HAVE A SADDLE

4. SERVICE TO BE WRAPPED WITH #12 TRACER WIRE FROM CORPORATION TO CURB STOP AS
SPECIFIED.

WATER SERVICE CONNECTION

NOT TO SCALE

VERTICAL GRANITE
CURB, 6" REVEAL

COLORED
SURFACE

/SIDEWALK

3

i

\\SIDEWALK SUBBASE

C N\
— \
= ROADWAY/
PAVEMENT
——
COMPACTED/
GRAVEL SUBBASE

PAVEMENT DETAIL

8" MAXIMUM

NOT TO SCALE

e \
el COMPACTED SUB-GRADE

VERTICAL GRANITE CURB

NOT TO SCALE

NOTES:

1. WRAP BEDDING IN STABILIZATION FABRIC. STABILIZATION FABRIC MAY BE OMITTED, AS

SIDEWALLS ARE SUITABLE GRANULAR MATERIAL.
| 2. MAINTAIN UNIFORM TRENCH WIDTH TO 6" ABOVE TOP OF PIPE.

%ﬁi
%
Jﬁ

MASSACHUSETTS.

-

'i\\K%
\

R R A
R
NN for:
ORI
KIURLLLLA U
R
A
AR
RN
KA 1T
NONPININD
NN R
S

W
R,

W

S A SEE PAVEMENT DETAIL
&
A EXCAVATION PAY LIMIT
SNV WARNING TAPE CENTERED ON PIPE 18"-24"
| KA ABOVE PIPE
=Q3 o

COMPACTED PIPE AND STRUCTURE
BACKFILL MATERIAL

PIPE SIZES AS SHOWN ON PLANS
3/4" COMPACTED CRUSHED STONE
STABILIZATION FABRIC (SEE NOTE 1)

K
N
KK
RN
\/\/
R
\/\\/
N
S
A
2N
////

@ Qe ® © OO

18"

18" O.D. 18"
MIN. PIPE MIN.

SUPPORT OF EXCAVATION
(CONTRACTOR DESIGNED)

EXISTING UNDISTURBED MATERIAL
SAWCUT AND TACK COAT (TYP.)

®©

SEWER & STORM DRAIN TRENCH

NOT TO SCALE

DIRECTED BY ENGINEER, IN INSTANCE WHERE EXISTING SOILS AT THE TRENCH BOTTOM AND

| . BRACING AND SHEETING OR OTHER TRENCH PROTECTION TO BE PROVIDED TO MEET

12" APPLICABLE O.S.H.A. SAFETY REGULATIONS. ALL SUCH TRENCH PROTECTION TO BE
RESPONSIBILITY OF CONTRACTOR. CONTRACTOR TO PROVIDE SHOP DRAWINGS OF TRENCH
SUPPORT SYSTEMS ENDORSED BY A PROFESSIONAL ENGINEER LICENSED IN THE STATE OF

TYPE'A

1/4" LIP (MAX.)

LANDSCAPE
AREA (TYP.)

ACCESSIBLE CURB RAMPS

[ 4000 PSI " REINFORCED CONCRETE

FINISH GRADE
/
1]
® <
x =\
< : )
>
[
10" SDR 18 PVC PIPE q @ -
SLEEVE .
o I~
<
COMPACTED 3/4"

CRUSHED STONE 12"
MIN. ALL AROUND RISER
TO POINT WHERE RISER

BECOMES VERTICAL

SURFACE

1/4 LIP (MAX.)

TYPE 'B'

NOT TO SCALE
o9 < -4 L
a—>< ’ ——X= —X~<=
. A .
= =

NOTE: ALL SIDEWALK CONCRETE SHALL HAVE A 28-DAY STRENGTH

OF 4,000 PSI, WITH JOINT FILLER EVERY 15'.

CONCRETE SIDEWALK

NOT TO SCALE

-

/ cuT ouT
N

BASE

ADAPTOR

AREA OF COLORED

SEE NOTE 9

N— 6" COMPACTED GRAVEL

CAST IRON CLEANOUT COVER AT
GRADE IN PAVEMENT. PVC SDR
26 PUSH ON CAP 6" BELOW
GRADE IN GRAVEL OR GRASS

THREADED MALE CAP, SCH. 40
PVC CONNECTED TO SDR 35 PIPE
WITH SDR 35 TO SCH. 40 PVC

4" THICK BY 4" SQUARE RIGID
INSULATION WITH PIPE SLEEVE

24" COMPACTED GRAVEL
ALL AROUND

45° PVC BEND

WYE OR 45° BEND AT END

W OF LINE LOCATIONS

PERMIT SET - NOT FOR CONSTRUCTION

2"

NSNS SN SN D

SEWER CLEANOUT

NOT TO SCALE
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20 FEET
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1.6' MIN.
SQUARE NORTH

1.0 NEENAH FOUNDRY MODEL R-5900-A
/ (OR EQUAL) HEAVY DUTY FRAME AND LID

/4 l I Engineering & Construction

PAVEMENT
OR FINISHED GRADE

0.8' MIN. —
12.0" SDR-35 / SCH. 40 PVC COLLAR 141 PINE STREET
| FIELD PLACED 3,000PSI CONCRETE DANVERS, MA 01923
WWW.gobobrek.COM
\ MAINTAIN 6.0" CLEARANCE BETWEEN HEAVY
DUTY LID AND PVC CLEAN-OUT CAP
FINISHED ROAD GRADE
SET GASTING IN GROUT AND GROUT ALL 6.0" SDR-35 / SCH. 40 PVC ENDCAP CLEAN-OUT
CASCADE GRATE |
AROUND TO 4" ABOVE FLANGE (UNLESS ol ll o o ADAPTER W/ SCREW-IN CAP S EG E R ARC H |TECTS
REQUIRED TO SET CATCH BASIN. OTHERIIBEROTED 60" SDR-35 SCH. 40 PVC RISER
e 6.0" SDR-35 / SCH. 40 PVC COUPLING 10 DERBY SQUARE
TOP OF CURB MANHOLE RIM TO REQUIRED
CLASS A CONCRETE FLEVATION (MAX 3 COURSES OF BRICK) TRIM CHAMBER INSPECTION PORT KNOCK-OUT TO SALE M y MA 0 1 970
(REFER TO GRANITE —3 SEAL INSIDE AND OUTSIDE OF MATCH O.D. OF 6.0" INSPECTION PORT PIPE
CURB DETAIL) .3 MINIMUM \'.. BRICK WITH HYDRAULIC CEMEN
THICKNE i
(HZOCI:_OAD?I\?G) e 6.0" SDR-35/ SCH 40 PVC
A = (INSERTED 8.0" INTO CHAMBER)
LT T 942 " o L. L
[0 T ey OUTLET PIPE GRANITE CURB SHALL BE CUT AS
R 0.8 e REQUIRED TO SET CATCHBASIN 24" SLAB OPENING WITH
* % N | N\ CASCADE GRATES (DOUBLE) CULTEC INSPECTION PORT PROJECT TEAV
e 40" b — PER SPECIFICATIONS. SEE
HOOD OR INSERT o \ CATCH BASIN NOTE 4 NOT TO SCALE —
AS REQUIRED 3
s HOOD OR INSERT
STANDARD PRECAST BARREL e O A OODORINS A =
SECTION COMBINATIONS OF .3 —— LL
1',2' 3' OR 4' LENGTHS AS — \ 3 =
NEEDED TO BRING CATCH BASIN \ |, . 3 FLEXIBLE WATERTIGHT SLEEVE 40" FLOW 0
RIM TO REQUIRED ELEVATION o ot REQUIRED FOR PVC AND DI. USE } —— o
"y NON SHRINK GROUT FOR RCP CULTEC HVLV FC-24
(BTUY'Il':’Y)L RUBBER JOINT o - CONNECTIONS. CAST OPENING FEED CONNECTOR WHERE SPECIFIED 1-2 INCH WASHED, — = \Lc—)
' % . i1 IN'STRUCTURE (TYP) CRUSHED STONE CULTEC NO. 410 NON-WOVEN GEOTEXTILE Ll L
4.0' MINIMUM 4 OUTLET PIPE Ll
SEALALL INTERIOUR B SUMP DEPTH B STANDARD PRECAST RECHARGER 150XLHD AROUND STONE. TOP AND SIDES ARE = ~—
WITH HYDRAULIC CEMENT +,| UNLESS OTHERWISE NOTED [ PASE IN FTLENGTHS (MIN) HEAVY DUTY CHAMBER MANDATORY; BOTTOM PER ENGINEER'S DESIGN W X o
‘s - g PAVEMENT OR FINISHED GRADE PREFERENCE O —
- b 5" MINIMUM z —n <
SOAT WITH g)gOATS - o WALL THICKNESS é‘ MIN. 95% COMPACTED FILL e — =
F BITUMINOU A /
DAMPROOFING - - ~ 8.0"MIN. FOR PAVED AN — -
s —— SEAL ALL HOLES WITH 7 7 10.0" MIN. FOR UNPAVED X L >
i . -l_——"" HYDRAULIC CEMENT —
R TEANE D m m
TSRS L I AP RN 12.0"MAX. ‘ 2 Ll
6" MINIMUM | COVER DEPTH LL
& 12" (MIN) OF 3/4" CRUSHED STONE 0.3 MIN o > >
THICKNESS < 7o BEDDING UNLESS OTHERWISE i ' : LLl
o= o NOTED 2 L
UNDISTURBED EARTH = U o Mm
L
) :
09 PROJECT INFO
PRECAST CATCH BASIN
NOT TO SCALE }
. , 2.0
0.6" MIN. 16 CENTER TO CENTER

CULTEC NO. 4800 WOVEN GEOTEXTILE TO BE PLACED
BENEATH INTERNAL MANIFOLD FEATURE AND BENEATH
ALL INLET/OUTLET PIPES (FOR SCOUR PROTECTION)

CULTEC RECHARGER 150XLHD

NOT TO SCALE
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